
MEMF Screened, Separable Connection
2 2)System for Large Cross Sections (25 mm  to 500 mm , 

630A up to 36kV.

DESIGN AND CONSTRUCTION
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TECHNICAL DATA 

Ÿ FEATURES 

· Design fits 400A and 630A bushings (Interface “C1

Applica�ons” and “C”) as specified by EN 50180 and EN 50181.

· Hybrid material design for excellent mechanical and electrical

performance. 

· Reliable opera�on even under harsh environmental

condi�ons. 

· Made of a combina�on of durable EPDM rubber for the outer

body and highly modified silicone rubber for the inner 

insula�on, connectors are equally suited for indoor and 

outdoor installa�ons even in harshest environments while 

offering superior electrical performance. 

· The separable connectors are screened by an earthed outer

conduc�ve layer that ensures a safe and reliable opera�on.
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VOLTAGE RATING & CHARACTERISTICS 

Descrip�on 

Rated Voltage (U0/U) 18/30kV 

Highest System Voltage (Um) 36kV 

AC Voltage Withstand  5 Minute 81kV 

DC Voltage Withstand  15 Minute 72kV 

Basic Impulse Voltage level 170kV 

Par�al Discharge  <10pC@30kV 

CURRENT RATING & CHARACTERISTICS 

Con�nuous Current Ra�ng 630A 

Short Time Current Ra�ng 25kA Sym.@dura�on 1.7S.  

Electrical characteris�cs are in accordance with or exceed DIN 47636 and IEC60502-4 standards 

CABLE ADAPTER TABLE 
Cable Cross sec�on Adaptor OD:φ46，Hight:105mm 

18/30kV cable Adaptor ID:（mm) Cable Insula�on Diameter(mm) 

25mm² 
φ19 22～25 

35mm² 

50mm² 

φ23 26～30 70mm² 

95mm² 

120mm² 

φ26 30～34 150mm² 

185mm² 

240mm² 
φ30 36～39 

300mm² 

400mm² 
φ34 40～45 

500mm² 
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